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Offset
8 colors + varnish

Silkscreen
6 colors + varnish

Flexography
7 colors + varnish

Not basic 
range

No offset from the 
shoulder

Shrinking sleeve on 
push-on caps

Top seal on threaded 
connections

Metallization to basic range 
accessories

Material:  
SL, DL, CX, 
BR, ST 
Length: 
70 - 150

ø25 With shutter
М15AV20

2

Crowned
M15KGS

Cylindrical
М15CTZ25

2/3,5/5

Cylindrical
М15CTZS30ø30 Crowned

M15KGS
With shutter
М15AV20

Flip-top
М15FZ30

Material:  
SL, DL, 
ML, CX, 
BR, ST
Length: 
75 - 170

2 32/3,5/5/8

ø40 Flip-top
М15FTZW40

Twist Lock
M15TLDE40

Flip-top
POFTZW40

Cylindrical
ММ15CTZ40

Crowned
M15KGS 

With shutter
М15AV20

РО

Material:  
SL, DL, 
ML, CX,
BR, ST
Length: 
90 - 175

2 4 5,35 10 2/4 

ø50 Flip-top
Tr22FTZ50

Cylindrical
Tr22CTZ50

Material:  
SL, DL, 
ML, CX, 
BR, ST
Length: 
105 - 205

43/6/9 2/4 

Material: 
SL, BR, ST
Length: 
70 - 135

ø19 M9LN Soft Line
М9SLTZS19LN

M15LS

1 1,5

Lipstick
M15KLTZW19

Cylindrical
М11CS19

Crowned
М11KGTZW 

ø35 Flip-top
М15FTZW35

Cylindrical
М15CTZ35

Crowned
М15KGS

With shutter
М15AV20

РО

Material:  
SL, DL, 
ML, CX, 
BR, ST
Length: 
85 - 170

2 42/3,5/5/8

M11

Cylindrical
М11СS25

Cylindrical
М11CS19

Crowned
М11KGTZW

M11M15

M15

M15

РО

РО

M15

TR22

M9(LN) M15LS

M9LN Soft Line
М9SLTZS19LN

1

M9LN

2/3,5/5/8 2/3,5/5/8

POLYETHYLENE TUBES
TUBE PLANT

+ matt

+ matt + matt

+ matt

РО

РО

10 2/4 

Flip-top
POFTZW35

+ matt

2|4

Tr 22

Tubes can be equipped with other caps upon request.

Single layer

Double layer 

Multilayer

COEX / Soft-touch 

Braskem PE

Super transparent PE

SL
DL
ML
CX
BR
ST

Crowned
Tr22KRR 

Crowned
Tr22KRR 

Tr22

+ matt

Flip-top
POFTZW50

РО

10

2/3,5/5/8

Tr 22

Tr22 Crowned 
Tr22KRR 

Twist Lock
M15TLDE35

5,35



Structure of polyethylene tubes in 
mixed of basic materials LLDPE 
and HDPE

Types of printing

Special materials for tube

Options for polyethylene tubes

Offset
8 colors + varnish

Single layer

Double layer 

Multilayer

COEX (co-extrusion)

Silkscreen
6 colors + varnish

Flexography
7 colors + varnish

Hot stamping

Braskem PE

Super 
transparent PE

No gap from the 
shoulder for flexography

Shrinking sleeve on 
push-on caps

Top seal on threaded 
connections 
(Alu/PE)

Metallization of basic 
range accessories, 
decoration

Tactile printing 
on silkscreen

Selective glossy
or matt varnish for flexography 
and silkscreen

SL

DL

ML

CX

BR

ST

all

Diameters and lengths, mm

Volume, 
ml

ø
19

ø
25

ø
30

ø
35

ø
40

10

15

20

25

30

40

50

60

75

80

100

110

125

150

200

250

280

70

85

110

135

70

80

95

125

150

 

75

90

110

130

160

170

 

85

95

120

125

150

 170

 

 

90

100

120

130

145

175

 

ø
50

 

 

105

115

150

185

205

LENGTH TO VOLUME 
RATIO WITH AVAILABLE 
DIAMETERS

The values described in the table are approximate and 
are recommendations. The customer can choose any 
tube length within the specified range for each 
diameter in 1 mm increments.

Glossy or matt varnish 
for all tubesall

All manufactured tubes and basic range possible
 in full color.

Soft-touch

PCR



ABL (white 
and silver)

PBL (white
and transparent)

PML 
(silver/holographic)

ABL

PBL

PML

ø25 M11 Crowned
М11KGTZW

S13

Cylindrical
S13CS25

Flip-top
S13FS15

Conical
S13KRS17

S13(FT) Cylindrical
S13CUW25

3/7,7 7,6 3/7 5

Material:
АВL
Length: 
80 - 171

ø28 Flip-top
S13FS15

Conical
S13KRS17

Cylindrical
S13CS28

Cylindrical
S13CUW28

S13(FT)

3/7,3/7,7 7,6 3/7

РОFlip-top
S13FNT35

M15ø35 Flip-top 
POFTZW35

Twist-off

Flip-top
S13FFW35

Crowned
M15KGS

Cylindrical
S13CS35

Cylindrical
TOCK35

3/7,7/8,1 8,2 2/4 3/7,2 10

Material:
АВL, 
РВL, 
РМL
Length:
80 - 174

Tr22ø50 Flip-top
POFTZW50

Flip-top
Tr22FTZ50

Cylindrical
Tr22CTZ50

3/7/92/410

Material: 
АВL, 
РВL, 
РМL
Length: 
105 - 182

S13(fast thread)

S13

S13

PO Tr22

M15 РО

Twist-off

S13(fast thread)

M11

Material:
АВL
Length:
80 - 174

Conical
S13KRS17

8

LAMINATE TUBES
TUBE PLANT

+ matt + matt

+ matt + matt
4

Tubes can be equipped with other caps upon request.

Standard 
overlap

Minimum
visible seam 360°

Seamless tube 
NeoSeam

Protective shrinking 
sleeve on push on caps

Metallization 
of basic range

Not basic 
range



The values described in the table are 
approximate and are 
recommendations. The customer can 
choose any length of the tube from 
the presented range of lengths, 
taking into account the limitations of 
the minimum and maximum values 
for each diameter.

Diameters and lengths, mm

Volume, 
ml

ø
25

ø
28

ø
35

ø
50

25

30

40

50

60

75

80

100

120

130

150

200

250

260

80

94

120

147

174

80

100

120

142

174

 

 

80

94

116

120

147

174

 

 

 

105

116

147

174

182

LENGTH TO VOLUME 
RATIO WITH AVAILABLE 
DIAMETERS

Types of 
laminate tubes

ABL 
(white or silver)

PBL (white 
or transparent)

PML 
(silver)

PE
Copolymer
Aluminium
Copolymer
PE

PE
PE layer
EVOH
PE layer
PE

PE
PE layer
Silver layer
PE layer
PE

ABL

PBL

PML

Protective shrinking 
sleeve on push-on 
caps

Options for laminate tubes

Protective aluminium seal 
on threaded connections 
(ALU/PE)

Metallization to basic 
range accessories

Tube welding technologies

Standard 
overlap

Minimum
noticeable seam 360°

Seamless tube 
NeoSeam

Special materials

Transparent 
PBL/Holographic 

PCR / PP

Colored 
shoulder 

The possibility of making tubes from other types of 
laminate tape (thickness, structure, color) upon 
request.



ALUMINUM TUBES

Crowned
M11KR-S

Crowned
М11KGTZW

М11

Length:  
130 - 190

Cylindrical
M11CR-U

Conical
M11K-Uø35

ø30

Length: 
115 - 190

M11

Cylindrical
M11CR-U

Conical
M11K-U

M12

Shoulder color

Rings on the shoulder

Offset 6 colors

With membrane

Without membrane

Not basic 
range

Length:  
100 - 180

M11

ø28 Cylindrical
M11CR-U

Conical
M11K-U

Cylindrical
M9CR-U

M11

ø25 Cylindrical
M11CS

Cylindrical
M11K-U

Conical
 M9KU(W)

Length:  
90 - 170

M9 M9(LN)

M11

Crowned
M11KR-S

Crowned
М11KGTZW

Conical
M11K-U

Cylindrical
M9CR-S

M9(LN)M9

Conical
 M9KU(W)

Length: 
90 - 140

ø22

Cylindrical
M9CR-U

Conical
M9K-U(H)

Conical
M15KRK

Sponge
M12SpS

M9 M9(LN)

Cylindrical
M11CS

M11

Crowned
 M11KR-S

Crowned
М11KGTZW

Conical
M7K-K

Conical
M7LN-K(3)

M7LN

Conical
M9LNS

M9LN

Conical
M9LNS

M9LN

Conical
 M9KU(W)

Cylindrical
M9CG-U

Length: 
70 - 125

M7 M9M7(LN)

ø13.5 M7LN Conical
M7LN-K(3)

Conical
M7K-K

Length:  
55 - 100

M7 M7(LN)

TUBE PLANT

Conical
 M9KU(W)

M9

M15

Conical
M15KRK

M15

Crowned
M11KR-S

Crowned
М11KGTZW

Crowned
M11KG-S

Crowned
М11KGTZW

Crowned
M11KR-S

Crowned
М11KGTZW

Cylindrical
M11CS

ø19

Cylindrical
M11CS

Conical
M9LNS

M9LN

Tubes can be equipped with other caps upon request.



The length of the tube, taking into account the 
"Saddle fold".
For "Tripple fold" and "Double fold" tubes subtract 5 
mm.
For a tube with a "Single fold" subtract 10 mm.

Available for all rangeall

Types
of aluminum tubes

Long nose

With membrane

Without 
membrane

Options 
for aluminum tubes

Coloured 
shoulder

Rings or triangles 
on the shoulder

Latex 
ring

all

all

Offset 
6 colors

Gold/pigmented inner 
varnish or NON BPA

all
Colored/white/transparent 
primer-enamel,
glossy/matte

all
Metallized 
primer-enamel

all
Caps
PE/PCR/PP*
in color

all

all

all

Laminated 
box

Metal caps

PCR aluminum

LENGTH TO VOLUME 
RATIO WITH AVAILABLE 
DIAMETERS

Diameters and lengths, mm

Volume, 
ml

ø
13,5

ø
19

ø
22

ø
25

ø
28

3,5

4

5

8

10

12

15

20

22

25

30

35

40

50

55

75

80

90

100

110

125

55

60

70

100

 

 

70

80

95

115

125

 

 

 

90 

100

110

125

140

 

 

 

90

100

115

130

155

170

 

 

 

 

 

 

100

110

130

140

180

 

 

 

 

 

 

  

 

115

125

160

170

190

ø
30

 

 

 

 

 

130

145

155

170

190 

ø
35

А

B

C

* Possible restrictions on tightness


